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L.) and not more than 10.0 percent of 
other grains for which standards have 
been established under the United 
States Grain Standards Act. 

§ 810.402 Definition of other terms. 
(a) Broken corn. All matter that 

passes readily through a 12/64 round- 
hole sieve and over a 6/64 round-hole 
sieve sample according to procedures 
prescribed in FGIS instructions. 

(b) Broken corn and foreign material. 
All matter that passes readily through 
a 12⁄64 round-hole sieve and all matter 
other than corn that remains in the 
sieved after sieving according to proce-
dures prescribed in FGIS instructions. 

(c) Classes. There are three classes for 
corn: Yellow corn, White corn, and 
Mixed corn. 

(1) Yellow corn. Corn that is yellow- 
kerneled and contains not more than 
5.0 percent of corn of other colors. Yel-
low kernels of corn with a slight tinge 
of red are considered yellow corn. 

(2) White corn. Corn that is white-ker-
neled and contains not more than 2.0 
percent of corn of other colors. White 
kernels of corn with a slight tinge of 
light straw or pink color are considered 
white corn. 

(3) Mixed corn. Corn that does not 
meet the color requirements for either 
of the classes Yellow corn or White 
corn and includes white-capped Yellow 
corn. 

(d) Damaged kernels. Kernels and 
pieces of corn kernels that are badly 
ground-damaged, badly weather-dam-
aged, diseased, frost-damaged, germ- 
damaged, heat-damaged, insect-bored, 
mold-damaged, sprout-damaged, or 
otherwise materially damaged. 

(e) Foreign material. All matter that 
passes readily through a 6/64 round- 

hole sieve and all matter other than 
corn that remains on top of the 12/64 
round-hole sieve according to proce-
dures prescribed in FGIS instructions. 

(f) Heat-damaged kernels. Kernels and 
pieces of corn kernels that are materi-
ally discolored and damaged by heat. 

(g) Sieves—(1) 12/64 round-hole sieve. A 
metal sieve 0.032 inch thick with round 
perforations 0.1875 (12/64) inch in diame-
ter which are 1/4 inch from center to 
center. The perforations of each row 
shall be staggered in relation to the ad-
jacent row. 

(2) 6/64 round-hole sieve. A metal sieve 
0.032 inch thick with round perfora-
tions 0.0937 (6/64) inch in diameter 
which are 5/32 inch from center to cen-
ter. The perforations of each row shall 
be staggered in relation to the adjacent 
row. 

[52 FR 24418, June 30, 1987, as amended at 52 
FR 24437, June 30, 1987; 52 FR 28534, July 31, 
1987] 

PRINCIPLES GOVERNING THE 
APPLICATION OF STANDARDS 

§ 810.403 Basis of determination. 
Each determination of class, dam-

aged kernels, heat-damaged kernels, 
waxy corn, flint corn, and flint and 
dent corn is made on the basis of the 
grain after the removal of the broken 
corn and foreign material. Other deter-
minations not specifically provided for 
under the general provisions are made 
on the basis of the grain as a whole, ex-
cept the determination of odor is made 
on either the basis of the grain as a 
whole or the grain when free from bro-
ken corn and foreign material. 

[52 FR 24418, June 30, 1987; 52 FR 28534, July 
31, 1987] 

GRADES AND GRADE REQUIREMENTS 

§ 810.404 Grades and grade requirements for corn. 

Grade 

Minimum 
test weight 
per bushel 
(pounds) 

Maximum limits of 

Damaged kernels 
Broken corn 
and foreign 

material 
(percent) 

Heat dam-
aged ker-
nels (per-

cent) 

Total (per-
cent) 

U.S. No. 1 ............................................................................................. 56.0 0.1 3.0 2.0 
U.S. No. 2 ............................................................................................. 54.0 0.2 5.0 3.0 
U.S. No. 3 ............................................................................................. 52.0 0.5 7.0 4.0 

VerDate Aug<31>2005 05:23 Feb 02, 2007 Jkt 211018 PO 00000 Frm 00326 Fmt 8010 Sfmt 8010 Y:\SGML\211018.XXX 211018m
st

oc
ks

til
l o

n 
P

R
O

D
1P

C
62

 w
ith

 C
F

R


